
Please contact Cosset Industries Australia Pty Ltd on 1800 COSSET if further information is required.
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Technical Specifications

EVERTUFF
™

EXTRUDED ROUND 
HOLLOW PROFILES 
& BOLLARDS

Primary Application                                             

Cosset’s Extruded Round Hollow Profi les are suitable for just 
about anything related to horticulture, building, landscaping 
and public open space. Originally developed as the ultimate 
vineyard post, Extruded Round Hollow Profi les are robust and 
easy to work with.

Use Extruded Round Hollow Profi les for your next planting or 
just replacing posts broken by the harvester last vintage. They 
won’t break when harvested over and staples will not pull out 
leaving vines damaged and sagging. Use also for retaining 
walls, bollards, garden edging or internal walkways, marine 
installations, handrails, trail markers, jetties, shipping dunnage, 
or just about anything you want.

Features                                                                    

Recycled co-mingled material means timber-like strength with • 
no warping.
Won’t crack, splinter, rot, rust or need any maintenance which • 
means you install and enjoy.
Graffi  ti resistant to discourage vandalism.• 
Termite and white ant resistant to ensure longevity for your • 
project.
Will not let fi xings such as staples pull out so that you only • 
have to do the job once.

All about Extruded Profi les                                

Cosset’s Evertuff ™
 
98% Recycled Wood Plastic Composite 

Extruded Profi les are a breakthrough for recycling and a win 
for reducing landfi ll. Using new technology, recycled plastic is 
compounded with waste wood and then continuously extruded 
through a die-cut profi le – meaning it can be produced in any 
length up to 3000mm. The result is a far more cost eff ective and 
considerably stronger section than 100% recycled plastic alone.

Options                                                                       

Available in standard charcoal• 
Available in lengths up to 3000mmm• 
Caps available for both 100mm and 140mm hollows• 
140mm round bollard can be painted any colour• 
140mm caps can be powder coated any colour• 

Models                                                                        

Model Code (EHR)

Dimensions

Refer to D Chart below
Section Length (BL)   

Between 250 - 3000mm

D Chart
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Diameter

Wall Thickness 
15mm

BL

Manufacturer
Model Code

D-Code
Section
Length

How To Specify :

COSSET     -     EHR      -     K     -     BL

Example :

Cosset-EHR-K-3000
3m of 100mm round hollow

Model 
Code

D-Code
Diameter

(mm)
Max Section
Length (mm)

Weight
(kg/m)

EHR K 100 3000 4.06

EHR N 140 3000 8.27

ERC A 100 – –

ERC B 140 – –
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